Il macinadosatore con macine piane
283mm ideato e progettato

per I'utilizzo in locali afto vendenti.

Il disegno esclusivo delle macine e

le caratteristiche costruttive del motore
da 740W fanno di E8 il macinadosatore
adatto a lavorare anche nei momenti
pil congestionati della giornata.

e —

La regolazione infinitesimale
continua, facile da impostare
per chiungue.

Grazie al sistema see-and-set
basta posizionare la leva di
regolazione della macinatura
sulla misura desiderata.
Presente su tutti

i macinadosatori.

Le sezioni del dosatore
sono state disegnate in
modo da compattare

la dose. In questo modo
il caffe macinato cadra
sempre al posto giusto,
in mezzo al portafiltro.

Il pressino in alluminio aiuta
a compattare ed uniformare
la dose di caffe nel
portafiltro migliorandone
I'estrazione. In dotazione
solo su modelli E7, E8 ed E9.

La qualita
e di rito




Come tutti i macinadosatori Ceado, anche E8 utilizza
l'innovativo sistema di regolazione infinitesimale

continua see-and-set. Tale sistema consente di impostare
la macinatura desiderata attraverso un semplice
scorrimento di una leva allinterno di una scala graduata.
Ad un minimo movimento della leva corrispondono
variazioni infinitesimali della distanza tra la coppia di
macine e quindi una gamma infinita di possibili
regolazioni per ottenere la granulometria pit adatta

al tipo di caffe che si vuole servire. Grazie alla
sospensione meccanica del motore ed all'isolante acustico
in termoelastomero la gamma di macinadosatori Ceado e
la pit silenziosa sul mercato (oltre il 30% piu silenziosa
degli altri macinadosatori in commercio).

La scelta dei materiali utilizzati accomuna tutti i modelli
che sono dotati di struttura in lega leggera, dosatore

in acciaio inossidabile e campana in policarbonato
trasparente per uso alimentare. Affidabilita e solidita sono
testimoniate dai tre anni di garanzia sul prodotto

e dalla garanzia a vita per la molla di ritorno

leva del dosatore. E8 ¢ disponibile nella versione
automatica, nella versione con interruttore manuale e
nella nuova versione con timer elettronico.

Macine: 283 Z20

Alimentazione: 220-240V 50-60 hz
Potenza: 740 W

Giri Motore: 1400 rpm

Capacita campana: 1600 g
Capacita dosatore: 270 g
Regolazione dosatore: 5.5-9 g
Peso netto: |7 kg

Peso lordo: 18 kg

Dimensioni: 220x377X640 mm
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La campana in
policarbonato trasparente
ha l'interno completamente
liscio e senza spigoli per
una pulizia periodica pit
semplice ed efficace.

Otturatore campana solido
e stabile. Nessun particolare
& lasciato al caso.

La struttura antiotturazione
che protegge la ghiera
impedisce alla polvere

di caffé di ostruire il filetto
e quindi semplifica

la manutenzione

del macinadosatore e

la sostituzione delle macine.

Ceado srl
via Pavanello 7 - 30030 Maerne/Venezia (ltaly) ceado
T.+39 041 5030767 - F.+39 041 5038413

www.ceado.com - info@ceado.com



ES8

The grinder/doser with @83mm flat burrs
conceived and designed for use

in premises with high turnover.

The exclusive design of the burrs and
the constructional features of the 740W
motor make the E8 the most suitable
grinder/doser for work at the busiest
times of the day.

e —

The stepless infinitesimal
grinding adjustment system
that is very easy to use.
Thanks to the see-and-set
system, just put the grinding
adjustment lever to the
required measurement.

To be found on

all grinder/dosers.

The sections of the doser
have been designed

to compact the dose

so that the ground coffee
will always fall in the right
place in the middle

of the portafilter.

The aluminium tamper
helps compact and spread
the coffee dose evenly

in the portafilter; thereby
improving the brewing
quality. Provided only with
models E7, E8 and E9.

Quality is a

ritual



The transparent
polycarbonate hopper has a
completely smooth interior

with no corners, making

periodic cleaning simpler

Like all Ceado grinder/dosers, also E8 uses and more effective.

the innovative see-and-set system with stepless
infinitesimal grinding adjustment. This system allows
the required degree of grinding to be set through
simply sliding a lever along a graduated scale.

The slightest movement of the lever corresponds to
infinitesimal variations in the distance between the pair
of burrs and consequently an infinite range of possible
adjustments in order to obtain the most suitable
particle size for the type of coffee to be served.

The mechanical suspension of the motor and

the thermoelastomer soundproofing ensure that

the Ceado range of grinder/dosers is the quietest

on the market (more than 30% quieter than other
grinder/dosers on sale). The materials are common

to all models and consist of light alloy for the

housing, stainless steel for the doser and transparent
polycarbonate suitable for foodstuffs for the hopper:
Proof of the reliability and sturdiness is given by

the three-year product guarantee plus the lifetime
guarantee for the lever return spring on the doser E8 is
available in an automatic version, a version with manual
switch and in the new version with electronic timer.

Solid and stable hopper seal.
No part is left to chance.

The anti-clogging system
protecting the ring nut

. prevents the coffee
Macine: 83 Z20 .

A I powder from clogging up
Alimentazione: 220-240V 50-60 hz the thread and therefore
Potenza: 740 W

makes maintenance of
he grinder/doser and
replacement of the burrs
easien

Giri Motore: 1400 rpm
Capacita campana: 600 g
Capacita dosatore: 270 g
Regolazione dosatore: 5.5 -9 g
Peso netto: |7 kg

Peso lordo: |8 kg

Dimensioni: 220x377X640 mm

Ceado srl
N S via Pavanello 7 - 30030 Maerne/Venezia (ltaly) ceado
C € @ Gs\ @ (GTD T.+39 041 5030767 - F. +39 041 5038413
DE Nl @ us

,,,,,, www.ceado.com - info@ceado.com

November 2008 SD8



	Scheda E8
	Leaflet for E8

